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DESCRIZIONE 
Il TURTLE COLOR PLCCSF è un faretto cambiacolori da incasso a soffitto. È 

composto da una lampada alogena da 12V e una ruota colori con sei filtri 

dicroici più bianco. Il TURTLE COLOR va configurato con un appropriato 

impianto costituito dall’interfaccia PLCNTR ed eventualmente dall’unità di 

controllo PLCNCC. All’accensione dell’impianto, tutti i TURTLE COLOR 

collegati avviano l’operazione di reset. Tale operazione richiede circa 12 

secondi durante i quali i TURTLE COLOR si posizionano sull’effetto ad 

illuminazione bianca. Terminato il reset, essi tornano alla posizione 

memorizzata. 

 

CARATTERISTICHE TECNICHE 

Alimentazione: AC 12V (trasformatore non incluso) 
Potenza assorbita: 50W 
Lampada: Lampada alogena EXN, 50W/12V, GU 5.3 
Ingresso/uscita dati: cavo di rete CAT5 (incluso) 
Dimensioni: 185×110×75 mm 
Peso: circa 1 Kg 
 

ISTRUZIONI GENERALI 
Per l’installazione del TURTLE COLOR PLCCSF ad un appropriato impianto, 

valersi di personale qualificato. 

Gli effetti del TURTLE COLOR PLCCSF vengono controllati tramite centralina 

DMX esterna o tramite l’unità di controllo Proel PLCNCC. 

 

FILTRI COLORE 
 

Il TURTLE COLOR PLCCSF viene fornito con sei filtri dicroici colorati oltre al 

filtro neutro (bianco). I filtri si trovano su una ruota motorizzata che è controllata 

dall’unità di interfaccia PLCNTR.  
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La posizione dei filtri è la seguente: 

1. Bianco 3. Verde 5. Blu 7. Arancione 

2. Ambra 4. Rosa 6. Ciano  

 

ATTENZIONE 

 
L’apparecchio è stato progettato esclusivamente per uso interno. 

Non guardare direttamente il fascio luminoso prodotto dal faretto. 

Non tentare di riparare. 

Affidarsi solo a personale qualificato. 

 

ESEMPIO DI CONFIGURAZIONE DI UN IMPIANTO 
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PRODUCT DESCRIPTIONS 

 

PLCCSF is a ceiling colorchanger, including a 12V Halogen lamp and a color 

wheel with 6 dichroic color filters plus open white. Before you can use this unit, 

you’re required to establish a proper system confinguration (see PLCNTR & 

PLCNCC user manuals for details). When you’ve completed correctly 

configuration, please apply the power on the system, all PLCCSF units in this 

system will perform reset function. It may take about 12 seconds for them to 

resume white. Subsequently, the PLCCSF units will move to the previously set 

position. 

 

TECHNICAL SPECIFICATIONS 
 

Power Input: AC 12V Halogen lamp transformer (not supplied) 
Power Consumption: 50W 
Lamp: EXN, 50W/12V, GU 5.3, Halogen lamp 
Data Input/Output: CAT5 network cable (included) 
Dimensions: 185×110×75 mm 
Weight: Approx. 1 Kg 
 

BASIC INSTRUCTION 
 
Ask qualified professionals for help to establish proper system configuration. 
PLCCSF effects (color and color change) are controlled by a driver unit. You 
can use a dedicate control unit (PLCNCC) or any standard DMX controller to 
send commands to a driver unit. Please refer to PLCNCC & PLCNTR user 
manuals for more information. 
 
COLOR FILTERS 
 
PLCCSF is supplied 6 color filters and an open position. The filters are placed in 
a motorized wheel that is controlled by the driver unit. 
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The position and respective filters are as follows: 

1. White 3. Green 5. Blue 7. Orange 

2. Amber 4. Pink 6. Cyan  

 
WARNING 

 
This unit is intended for indoor use only. 
Please take all reasonable precautions to prevent fire or heat risk. 
Do not stare directly into the light. 
Refer to qualified personnel for service. 

 
EXAMPLE OF SYSTEM CONFICURATION 
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Notes: 

 


