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INTRODUZIONE 

Grazie per aver scelto il laser PLAS50. Se è la prima volta che 

si utilizza l’apparecchio, leggere e seguire attentamente le 

istruzioni riportate su questo manuale. Particolarmente adatto 

per l’uso su palchi e in discoteche, il proiettore laser PLAS50 

grazie al laser di colore verde da 50 mW riesce a proiettare 

diverse grafiche d’effetto. Inoltre il tracciato del disegno può è 

controllato da una centralina DMX esterna  

 
ISTRUZIONI OPERATIVE 

MODALITÀ DMX 
 
Connette all’ingresso DMX del proiettore laser PLAS50 l’uscita 

DMX della centralina. 

Se si desidera connettere più laser adoperando una sola 

centralina DMX, connettere l’uscita del primo laser con 

l’ingresso del secondo laser, l’uscita del secondo con l’ingresso 

del successivo e così via fino all’ultimo (connessione in serie). 

Seguire la procedura di indirizzamento spiegata nel paragrafo 

successivo per controllare i laser in modo indipendente o con 

stessi canali della centralina. 
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INDIRIZZAMENTO 
 

Per impostare l’indirizzo DMX del laser, servirsi dei dipswitches 

posti nella parte posteriore del laser. 

L’indirizzamento va fatto per mezzo dei nove dipswitches iniziali 

(da 1 a 9). 

Seguire la seguente tabella per avere la posizione dei 

dipswitches in funzione del codice indirizzo. 

Dipswitches 1 

ON 

2 

ON 

3 

ON 

4 

ON 

5 

ON 

6 

ON 

7 

ON 

8 

ON 

9 

ON 

Valore 1 2 4 8 16 32 64 128 256 

 

Se si desidera controllare le stesse funzioni di più laser con gli 

stessi canali di una centralina, impostare lo stesso indirizzo per 

tali unità. 

Se si desidera controllare indipendentemente le diverse unità 

laser, indirizzare le unità tenendo presente la seguente tabella: 

Proiettore laser Codice indirizzo 

1 001 

2 002 

3 003 

4 004 

… … 
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CARATTERISTICHE TECNICHE 

Alimentazione: AC 230V ~ 50 Hz – AC 110V ~ 60Hz 

Dimensioni (mm):: 390×310×260 

Peso: 8 Kg 

Potenza laser: 50 mW 

Fasc io luminoso: 1 fascio luminoso di colore verde ad 
alta intensità 

Controllo DMX: 1 canale 

Protezione: IP20 

 
 
Conforme alle normative CE. 
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INTRODUCTION 

Thank you for choosing an PLAS50 Laser Projector. Prior to 

use, we suggest you to read carefully the instructions. The Laser 

PLAS50 is especially conceived for utilization on stage, in disco. 

It produces a 50mW green laser which creates several 

impression figures controllable by an external DMX Controller.  

 

OPERATIVE INSTRUCTION 

DMX MODE 
 

Connect into DMX input of the laser projector PLAS50 the DMX 

output of the external controller. 

If you want connect several laser projectors using only one DMX 

controller, connect the output of the 1st laser with the input of 

the 2nd laser, the output of the 2nd laser with the input of the 3th 

laser and so on (serial connection). 

Follow the addressing procedure explained in the next 

paragraph to control the lasers by independent mode or by the 

same channels of the external DMX controller. 



8 

 

ADDRESSING 
 

Set the starting DMX address of the laser projector PLAS50 

using the dipswitches sited on the rear side of the unit. 

The address code of each laser projector is programmed by 

switches. 

See the following tab to have the dipswitches position in relation 

with address code. 

Dipswitches 1 

ON 

2 

ON 

3 

ON 

4 

ON 

5 

ON 

6 

ON 

7 

ON 

8 

ON 

9 

ON 

Value 1 2 4 8 16 32 64 128 256 

 

If you want to control independently several laser units, address 

the units as illustrated in the follow tab: 

Laser Projector Address Code 

1 001 

2 002 

3 003 

4 004 

… … 
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TECHNICAL SPECIFICATION 

 

Voltage: AC 230V ~ 50 Hz – AC 110V ~ 60Hz 

Dimensions (mm): 390×310×260 

Weight:  8 Kg 

Laser power: 50 mW 

Bright beam; 1 high density bright green beam 

DMX control 1 channel 

Housing protection: IP20 

 

This unit complies with CE directives. 

 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

PROEL S.p.A. 
(World Headquarters – Factory) 

Via alla Ruenia 37/43 
64027 Sant’Omero (TE) – Italy 

Tel. +39 0861 81241 
Fax. +39 0861 887862 

e-mail: info@proelgroup.com 
www.proelgroup.com 

 


